
  

Bar Bundling Plant – BB40  

 
GENERAL ARRANGEMENT FOR A BASIC PLANT



 
 

TMT ROLLING MILL AND TMT DISTRIBUTORS, THIS PLANT COMES HANDY FOR CONVENIENCE OF 

TRANSPORTATION REBARS ARE FOLDED HALF WAY, SEVERAL BARS BUNDLED MAINTAINING REASONABLE 

WEIGHT OF THE BUNDLE TO ENABLE MANUAL HANDLING  
 

  

Machine View 



 
 

GENERAL FEATURES  
 

➢ ELECTRO-HYDRAULIC CONTROLS : TO SUIT SEMI/FULL AUTOMATIC PROCESS 
➢ FEATURES     : BI-DIRECTIONAL BENDING OPERATION TO SUIT USERS SETUP 
➢ MAX BAR SIZE    : 40 X 500 GR (UTS 580) STEEL 
➢ MULTIPLE BAR CAPACITY  : SIZE 40/36/32 ONE BAR, 25X2BARS, 20X3, 16X5, 12X10, 

10X14, 8X20 NOS  
➢ TYPICAL BENDING SPEED  : NEAR 7 SECS TO FORM A U BEND.  
➢ INSTALLED POWER   : 5HP (3.9KW) THREE PHASE ELECTRIC MOTOR 
➢ SIZE / WEIGHT (MC ONLY) : 1000X650 – 900 MM HEIGHT.   WEIGHT: 550 KGS 

 

   
MATERIALS AND FINISH 

 
TOOLING AND LOAD BEARING ELEMENTS OF ALLOY STEEL TOUGHENED, PHOSPHATE FINISH 
PANELS POWDER COATED, STRUCTURE FABRICATION WITH ZINC RED-OXIDE AND QUALITY PAINT FINISH 

 
 



 
 

CREDITS 
 

✓ DESIGN   : MODULAR DESIGN EASY TO INSTALL AND RELOCATE 
✓ CAPEX   : MODERATELY PRICED  
✓ PRODUCTIVE  : BALANCED AUTOMATION AND PRODUCTIVE 
✓ OPERATING COST : MINIMAL LABOR    
✓ POWER EFFICIENT : MOTOR RUN INTERMITTENTLY, SAVES POWER 
✓ MAINTENANCE  : SIMPLE CONSTRUCTION WITH ELECTRO-HYDRAULICS – WHICH MEANS EASY 

ON MAINTENANCE AND INVENTORY 
✓ SERVICES   : INDIGENOUS BUILT SUPPORT IS PROMPT  

 
PROCESS OF CONTINUOUS IMPROVEMENT – SPECS MAY CHANGE 
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